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RAILEASYTM ADJUSTABLE SIDEMOUNT ITEM    SIZE A B C D E FAST. WT
        (lb)
POLISHED - 2 PACK
C0976-0002 2” 2.00” 2.01” 1.00” 3.50” 2.88” #10 3.13
BRUSHED
S0976-0000-B 2” 2.00” 2.01” 1.00” 3.50” 2.88” #10 1.46
NOTE:
Patented design can accept any angle up to 45 degrees in one of four  
directions, while keeping the perpendicular directions immovable.

Tube is placed inside mount, therefore the ends can be cut on-site;               
 no precision cutting is required. Set screws are included to lock                 
tubing and to prevent turning. Fasteners are included in the 2 pack.

316L STAINLESS STEEL
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RAILEASYTM TUBING
316L STAINLESS STEEL

ITEM    SIZE A B C   WT
       (lb)
POLISHED - BY THE FOOT      

S0900-0038 1-1/2” 1.50” 12.00” 0.062”   0.85
S0900-0050 2” 2.00” 12.00” 0.062”   1.34

BRUSHED - BY THE FOOT

S0900-B038 1-1/2” 1.50” 12.00” 0.062”   0.85
S0900-B050 2” 2.00” 12.00” 0.062”   1.34

POLISHED - STANDARD LENGTHS

C0973-0900 2”x 36” 2.00” 36.00” 0.062”   4.02
C0973-1200 2”x 48” 2.00” 48.00” 0.062”   5.36
C0973-1500 2”x 60” 2.00” 60.00” 0.062”   6.70

NOTE:
Stainless steel tubing is type 316L. Standard lengths of 3 feet,                           
4 feet and 5 feet are used as top and bottom rails for the RailEasyTM  
and SunRailTM systems. Tubing is available in a highly polished    
or brushed finish.
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RAILEASYTM COLONIAL POST CAP ITEM    A B C    WT
       (lb)

S0984-0000 4.03” 5.75” 2.13”    0.40 

NOTE:
Standard cap dimensioned to fit over RailEasyTM Sleeve.                                   
Post cap is constructed of durable white vinyl.
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RAILEASYTM COLONIAL POST BASE ITEM    A B C    WT
       (lb)

S0984-0001 4.03” 6.00” 1.42”    0.20

NOTE:
Standard post skirt dimensioned to fit over RailEasyTM Sleeve. Post skirt          
is constructed of durable white vinyl. Always install the post skirt over 
sleeve at the base first before installing the railing sections.
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