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RAILEASYTM COLONIAL POST CAP ITEM    A B C    WT
       (lb)

S0984-0000 4.03” 5.75” 2.13”    0.40 

NOTE:
Standard cap dimensioned to fit over RailEasyTM Sleeve.                                   
Post cap is constructed of durable white vinyl.
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RAILEASYTM COLONIAL POST BASE ITEM    A B C    WT
       (lb)

S0984-0001 4.03” 6.00” 1.42”    0.20

NOTE:
Standard post skirt dimensioned to fit over RailEasyTM Sleeve. Post skirt          
is constructed of durable white vinyl. Always install the post skirt over 
sleeve at the base first before installing the railing sections.
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RAILEASYTM  SLEEVE ITEM    SIZE A B I.D.  WT
      (lb)

S0983-1000 4”x 4” 4.00” 48.00” 3.84”  5.00

NOTE:
Accent RailEasyTM Systems with vinyl post sleeves, designed to fit over   
4”x4” wood posts. Wall thickness is approximately 1/8”.

VINYL
A

B

A

B

A

B
E

D

C

A

B

D

E

A

C

C

D

B

E

A

B

D

E

A

C

A

316L STAINLESS STEEL

ITEM    A B C D E WT
      (lb)
S0973-MP36 2” 36.00” 3.00” 5.00” 0.22”  6.25
S0973-MP42  2”  42.00”  3.00”  5.00”  0.22”  6.92
NOTE:
The Mid Post is designed specifically for use where post to post 
measurement spans over 4’. It enables you to adapt longer spans to 
code compliancy by stabilizing the deflection of cable between posts. 
The mid posts are available in 36” or 42” stanchions pre-drilled to 
work with our standard 3” spacing. Apply a thin bead of Loctite 326 
brand adhesive to the post base and rail tee when you are comfort-
able that the dry-fit sections are correct. The mid post should 
never be used in spans over 8’. Cable grommets are included.
SEE ADDITIONAL INFORMATION ON NEXT PAGE.

RAILEASY™ MID POST KIT

316L STAINLESS STEEL

ITEM    A B C D E WT
      (lb)

S0950-0060 1” 42.00” 3.00” 3.00” 0.22” 2.90   

NOTE:
The Cable Stabilizer Kit is designed specifically for use where post 
to post measurement spans over 4’. It enables you to adapt longer spans 
to code compliancy by stabilizing the deflection of cable between posts. 
Each kit comes with a 42” stanchion pre-drilled to work with our standard 
3” spacing. In most cases, stanchions must be field cut at both ends for 
an accurate fit. The Cable Stabilizer Kit cannot be used to replace the use 
of substantial mid posts and should never be used in spans over 7’.  
Kit includes fasteners.
SEE ADDITIONAL INFORMATION ON NEXT PAGE.

CABLE STABILIZER KIT
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