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HANDISWAGETM STUDS ITEM    A B C D E QTY. WT
 (cable)    (thread)  (lb)
STANDARD - 2 PACK
C0731-H0703-2 1/8” 1.51” 3.62” 2.00” 0.25” 2 0.07 
C0731-H0704-2 5/32” 1.51” 3.62” 2.00” 0.25” 2 0.07 
SHORT (BELOW)
S0731-HM0703 1/8” 1.51” 2.56” 0.44” 0.25” 1 0.02 

NOTE:
DESIGNED FOR HAND SWAGE USE ONLY. Threads are “UNF”.   
Crimp HandiSwageTM Studs onto cable using the Hand Swager. 

HANDISWAGETM LONG STUD ITEM    A B C D E QTY. WT
 (cable)    (thread)  (lb)
2 PACK
C0731-HL703-2 1/8” 4.50” 8.00” 3.50” 0.25” 2 0.18
NOTE: 
DESIGNED FOR HAND SWAGE USE ONLY. The HandiSwageTM Long Stud is 
perfect for architectural cable railing applications where “through post” 
hardware is desired for minimal obstruction. Threads are “UNF”. Crimp 
HandiSwageTM Studs onto cable using the Hand Swager (E0113-H600).

 “30, 34 or 38 DEGREE STAIR SPACERS (2 PACK)”
 Use in conjunction with the HandiSwageTM Long Stud to achieve   
 angled cable runs on stairs. Install one of our cover nut options   
 (sold seperately) on the end of the 
 threaded stud for a finished look.

UNF - 316L STAINLESS STEEL

UNF - 316L STAINLESS STEEL

HANDISWAGETM TENSIONER ITEM    A B C D ADJ. QTY. WT
 (cable)      (lb)
2 PACK
C0748-0003-2 1/8” 5.40” 0.78” 0.90” 1.35” 2 0.37

NOTE: 
DESIGNED FOR HAND SWAGE USE ONLY. The HandiSwageTM Tensioner is 
used in architectural cable railing applications. This tensioner is made from 
grade 316L stainless steel for corrosion resistance and durability. It features 
a slotted base to achieve angles up to 45 degrees. Compression fitting 
allows for tensioning with simple hand tools.  Fasteners included.

316L STAINLESS STEEL

HANDISWAGETM LAG STUD ITEM    A B C D  WT
 (cable)     (lb)
INDIVIDUAL
S0747-HR03 1/8” 0.28” 1.73” 0.19”  0.04

NOTE: 
DESIGNED FOR HAND SWAGE USE ONLY. The HandiSwageTM Lag Stud is 
designed for use in short runs and must always be used with a tension-
ing devise at the opposite end of the cable run. These fittings are made          
from grade 316L stainless steel for corrosion resistance and durability. 
Crimp the lag stud onto cable using the Hand Swager (E0113-H600).       

316L STAINLESS STEEL
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HANDISWAGETM FLUSH FITTING ITEM    A B C D E QTY. WT
 (cable)      (lb)
2 PACK
C0981-P003-2 1/8” 0.43” 0.84” 0.75” 0.45” 2 0.10

NOTE:
The HandiSwageTM Flush Cable Fitting is perfect for architectural cable 
railing applications where “through post” hardware is desired for mini-
mal obstruction. Fitting uses mechanical swage design to attach to cable.          
Affix the supplied stainless steel deluxe cap to the end for a finished look.

316L STAINLESS STEEL
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(800) 541-6829
info@atlantisrail.com
www.atlantisrail.com

70 Armstrong Road
Plymouth, MA 02360
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