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316L STAINLESS STEEL

316L STAINLESS STEEL

RAILEASYTM TUBING
316L STAINLESS STEEL

ITEM SIZE A B C WT
(lb)

POLISHED- BY THE FOOT

S0900-0038 1-1/2" 1.50" 12.00" 0.062" 0.85
S0900-0050 2" 2.00" 12.00" 0.062" 1.34

BRUSHED- BY THE FOOT

S0900-B038 1-1/2" 1.50" 12.00" 0.062" 0.85
S0900-B050 2" 2.00" 12.00" 0.062" 1.34

POLISHED- STANDARD LENGTHS

C0973-0900 2"x 36" 2.00" 36.00" 0.062" 4.02
C0973-1200 2"x 48" 2.00" 48.00" 0.062" 5.36
C0973-1500 2"x 60" 2.00" 60.00" 0.062" 6.70

BRUSHED- STANDARD LENGTHS

S0973-0900-B 2"x 36" 2.00" 36.00" 0.062" 4.02
S0973-1200-B 2"x 48" 2.00" 48.00" 0.062" 5.36
S0973-1500-B 2"x 60" 2.00" 60.00" 0.062" 6.70

NOTE:
Stainless steel tubing is type 316L. Standard lengths of 3 feet,
4 feet and 5 feet are used as top and bottom rails for the RailEasyTM

and SunRailTM systems. Tubing is available in a highly polished
or brushed finish.

1/2” STAINLESS BALUSTER ITEM SIZE A B WT
(lb)

POLISHED- STANDARD HEIGHTS
S0977-0800 32.5" 1/2" 32.50" 0.65
S0977-1000 38.5" 1/2" 38.50" 0.78

BRUSHED- BY THE FOOT
S0900-B013 12" 1/2" 12.00" 0.24

BRUSHED- STANDARD HEIGHTS
S0977-0800-B 32.5" 1/2" 32.50" 0.65
S0977-1000-B 38.5" 1/2" 38.50" 0.78

RAILEASYTM GLASS PANEL KIT ITEM A B C D CONNECTORS WT
(# on each rail) (lb)

POLISHED
C0925-1200 2.00" 48.00" 24.00" 12.00" 2 12.32
C0925-1500 2.00" 60.00" 30.00" 15.00" 2 14.80
C0925-1800 2.00" 72.00" 24.00" 12.00" 3 18.48
BRUSHED
C0925-1200-B 2.00" 48.00" 24.00" 12.00" 2 12.32
C0925-1500-B 2.00" 60.00" 30.00" 15.00" 2 14.80
C0925-1800-B 2.00" 72.00" 24.00" 12.00" 3 18.48
NOTE:
Kit includes a highly polished or brushed top and bottom rail in 4, 5 or 6
foot lengths. Two or three Glass Panel Connectors (S0950-0010) are pre-
attached to the tubing. Connectors open on one side to allow glass to be
positioned between neoprene pads (included).

ITEM A B C D E WT
(lb)

S0950-0060 1" 42.00" 3.00" 3.00" 0.22" 2.90

NOTE:
The Cable Stabilizer Kit is designed specifically for use where post
to post measurement spans over 5’. It enables you to adapt longer spans
to code compliance by stabilizing the deflection of cable between posts.
Each kit comes with a 42" stanchion pre-drilled to work with our standard
3" spacing. In most cases, stanchions must be field cut at both ends for
an accurate fit. The Cable Stabilizer Kit cannot be used to replace the use
of substantial mid posts and should never be used in spans over 8’.

CABLE STABILIZER KIT

316L STAINLESS STEEL
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