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RAIL CORNER - TUBE MOUNT ITEM SIZE A B C D WT
(lb)

POLISHED
S0901-1407 1-1/2” 1.50” 3.09” 4.35” 1.25” 2.05
BRUSHED
S0901-1407-B 1-1/2” 1.50” 3.09” 4.35” 1.25” 2.05

NOTE:
Patented rail corner variable supports are used as a 1-1/2”
diameter “grab rail” support in the corner of a SunRailTM

AccessEasy application.

316 STAINLESS STEEL

90 °

RAIL FOOT SUPPORT BRACKET ITEM SIZE A B C D FAST. WT
(lb)

S0901-0406 1-1/2" 1.52” 5.82” 5.46” 1.10” #10 0.70
S0902-0406 2" 2.02” 5.96” 5.77” 1.10” #10 0.74

NOTE:
This one-piece bracket is used in applications where a foot rail
is required. The lower end must sit on the floor, thus supporting
the rail, whereas the upper end is mounted to a vertical surface
to secure the bracket.

316 STAINLESS STEEL

RAIL CENTER SUPPORT ITEM SIZE A B C D WT
(lb)

POLISHED
S0902-0304 2" 2.00” 1.88” 1.00” 0.26” 0.35
BRUSHED
S0902-0304-B 2" 2.00” 1.88” 1.00” 0.26” 0.35

NOTE:
This part is attached to the outside of 2” tubing. Installation requires
a rivet nut placed into the tubing, to which the support is attached
by a screw (supplied with complete systems). Support is used where
a continuous handrail is required. Fitting is precision cast for a
seamless appearance. Requires rail adhesive (supplied with complete
systems) to bond with tubing.

316 STAINLESS STEEL

RAIL CENTER GUIDE ITEM SIZE A B C D WT
(lb)

POLISHED
S0902-0305 2" 2.02” 1.88” 0.98” 2.18” 0.62
BRUSHED
S0902-0305-B 2" 2.02” 1.88” 0.98” 2.18” 0.62

NOTE:
This guide allows a continuous 2” handrail to be placed on top
of a vertical 2” tubular post. Length of tubing can be joined inside
this guide by using a “Rail Connector” (page 43), which makes
such joint invisible. The use of a rail adhesive (supplied with complete
systems) is required to secure the guide to the 2” tubular post.

316 STAINLESS STEEL

RAIL MID SUPPORT - ADJ ITEM SIZE A B C D WT
(lb)

S0902-0408 2" 2.00” 1.88” 2.56” 2.10” 0.90

NOTE:
This two-piece support is attached to the outside of 2” tubing.
Installation of the mid support requires two screws or rivets
(supplied with complete systems). Support is used where
a “smooth top” continuous handrail is required, and where angle
adjustments are needed, such as on stairs. The use of a rail
adhesive (supplied with complete systems) is required to secure
the mid support to the 2” tubular post.

316 STAINLESS STEEL
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