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RAIL WOOD LAG SCREW ITEM SIZE A B WT
(lb)

S0914-0875 3" 5/16” 3.00” 0.03

NOTE:
Rail wood lag screws are sold individually. Stainless steel screw
with coarse thread is used for mounting rail bases onto wood surfaces.

18-8 STAINLESS STEEL
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RAILEASYTM COLONIAL POST CAP ITEM A B C WT
(lb)

S0984-0000 4.03” 6.00” 2.75” 0.70

NOTE:
Standard cap dimensioned to fit over RailEasyTM Sleeve.
Post cap is constructed of durable white vinyl.

RAILEASYTM COLONIAL POST BASE ITEM A B C WT
(lb)

S0984-0001 4.03” 6.00” 1.42” 0.20

NOTE:
Standard post skirt dimensioned to fit over RailEasyTM Sleeve. Post skirt
is constructed of durable white vinyl. Always install the post skirt over
sleeve at the base first before installing the railing sections.

RAILEASYTM  SLEEVE ITEM SIZE A B WT
(lb)

S0983-1000 4”x 4” 4.00” 48.00” 5.00

NOTE:
Accent RailEasyTM systems with vinyl post sleeves,
designed to fit over 4”x4” wood posts.

VINYL

VINYL

VINYL

RAILING ADHESIVE ITEM SIZE WT
(ml) (lb)

S0920-0001 50 0.12

NOTE:
Special railing adhesive joins railing components to stainless tubing
to assemble systems. Add a thin bead to rail component fittings for
a quick and easy bond.
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