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RAIL STAIR DBL CONNECTOR ITEM SIZE A B C D E WT
(lb)

POLISHED
S0950-1030 2" 2.00” 1.88” 1.50” 2.95” 5.90” 2.56
BRUSHED
S0950-1030-B 2" 2.00” 1.88” 1.50” 2.95” 5.90” 2.56

NOTE:
Patented design allows fitting to go through intermediate posts on ramps
or stairs, placing the fulcrum into the center of the post and allowing
adjustment to 45 degrees up or down. Set includes two ends, connecting
bar and center bolt; requires special slots and rivet nuts in post (supplied
with complete systems).

The tubes are placed over the ends for a seamless fit. Requires
rail adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

RAIL STAIR END CONNECTOR ITEM SIZE A B C D WT
(lb)POLISHED

S0950-1031 2" 2.00” 1.88” 1.50” 2.95” 1.30
BRUSHED
S0950-1031-B 2" 2.00” 1.88” 1.50” 2.95” 1.30

NOTE:
Patented design allows fitting to go into end posts on ramps or stairs,
placing the fulcrum into the center of the post and allowing adjustment
to 45 degrees up or down. Set includes one end, connecting bar and
center bolt; requires special slot and rivet nut in post (supplied with
complete systems).

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

RAIL STAIR TEE
316 STAINLESS STEEL

ITEM SIZE A B C WT
(lb)

POLISHED
S0950-1033 2” 2.00” 1.88” 5.90” 3.60
BRUSHED
S0950-1033-B 2” 2.00” 1.88” 5.90” 3.60

NOTE:
Patented adjustable “T” used for the “smooth top” look.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

GLASS PANEL CONNECTOR - 3/8" ITEM SIZE A B C D WT
(lb)

POLISHED
S0950-0010 2" 2.00” 1.52” 2.09” 3/8” 0.40
BRUSHED
S0950-0010-B 2" 2.00” 1.52” 2.09” 3/8” 0.40

NOTE:
Strong but smaller version used for 5/16” to 3/8” glass. Connector back
is specially shaped to fit the outside of 2” tubing and attached by a screw
into a rivet nut placed into the tubing (both not included); bolt and rivet
are hidden by the connector.

Connector opens on one side after installation to allow glass to be
positioned between neoprene pads (included). Rivets and fixing screws
are supplied with complete rail systems.

316 STAINLESS STEEL

GLASS PANEL CONNECTOR - 1/2" ITEM SIZE A B C D WT
(lb)

POLISHED
S0950-0013 2" 2.00” 2.13” 2.33” 3/8”-1/2” 1.00
BRUSHED
S0950-0013-B 2" 2.00” 2.13” 2.33” 3/8”-1/2” 1.00

NOTE:
Heavy duty version used for 3/8" to 1/2" thick glass. Connector back is
specially shaped to fit the outside of 2” tubing and attached by a screw
into a rivet nut placed into the tubing (both not included); bolt and rivet
are hidden by the connector.

Connector opens on one side after installation to allow glass to be
positioned between neoprene pads (included). Rivets and fixing screws
are supplied with complete rail systems.

316 STAINLESS STEEL
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