
70 Armstrong Road
Plymouth, MA 02360

Made in USA

Import

Drop
Forged

Precision Cast

Precision
Machined

Stamped Load Rated

Wire
Formed

Suncor
Exclusive

New
Product

800-541-6829
info@atlantisrail.com
www.atlantisrail.com 29

RAIL KNUCKLE JOINT - 1½" ITEM SIZE A B C WT
(lb)

POLISHED
S0901-1408 1-1/2” 1.50” 1.38” 2.25” 0.88
BRUSHED
S0901-1408-B 1-1/2” 1.50” 1.38” 2.25” 0.88

NOTE:
Patented rail knuckle joint is used in 1-1/2” handrail applications.
This adjustable fitting is utilized in stair and ramp railing systems.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

RAIL KNUCKLE JOINT - 2"
316 STAINLESS STEEL

ITEM SIZE A B WT
(lb)

POLISHED
S0950-1023 2" 2.00” 1.88” 1.82
BRUSHED
S0950-1023-B 2" 2.00” 1.88” 1.82

NOTE:
Patented knuckle joint is used for the “smooth top” look, and permits a
smooth transition of a handrail up or down, such as at the top or bottom
of stairs. Set includes pre-assembled male and female sides with
a special connecting bolt.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

RAIL CONNECTOR - STR ITEM SIZE A B C D WT
(lb)

POLISHED
S0950-1010 2" 2.00” 1.88” 1.88” 1.50” 0.90
BRUSHED
S0950-1010-B 2" 2.00” 1.88” 1.88” 1.50” 0.90

NOTE:
Patented connector for use at end or mid point posts where lower horizontal
rail runs straight through (180 degrees). Flexibility of 5 degrees either way
is built in. The patented dovetail with a connecting bolt is included.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

RAIL CONNECTOR - LH ITEM SIZE A B C D WT
(lb)

POLISHED
S0950-1011 2" 2.00” 1.88” 1.88” 1.50” 0.90
BRUSHED
S0950-1011-B 2" 2.00” 1.88” 1.88” 1.50” 0.90

NOTE:
Using one LH and one RH connector, they are capable of abutting as
close as 90 degrees and as wide as 135 degrees on the same post.
The patented dovetail with a connecting bolt is included.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

RAIL CONNECTOR - RH ITEM SIZE A B C D WT
(lb)

POLISHED
S0950-1012 2" 2.00” 1.88” 1.88” 1.50” 0.90
BRUSHED
S0950-1012-B 2" 2.00” 1.88” 1.88” 1.50” 0.90

NOTE:
Using one LH and one RH connector, they are capable of abutting as
close as 90 degrees and as wide as 135 degrees on the same post.
The patented dovetail with a connecting bolt is included.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL
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