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RAIL TEE CONNECTOR ITEM SIZE A B C WT
(lb)

POLISHED
S0901-0107 1-1/2" 1.50” 1.38” 1.00” 0.18
BRUSHED
S0901-0107-B 1-1/2" 1.50” 1.38” 1.00” 0.18

NOTE:
This rail fitting allows the connection of a 1-1/2” continuous top rail
to a 2” tubular post at any desired location. Special shaped base allows
connectors to be abutting as close as 90 degrees to each other.

Requires fastener or rivet to attach connector to 2” tube and rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

ITEM SIZE A B C D WT
(lb)

POLISHED
S0901-0104 1-1/2" 1.50” 1.38” 2.06” 0.06” 0.20
S0902-0104 2" 2.00” 1.88” 3.25” 0.25” 0.40
BRUSHED
S0901-0104-B 1-1/2" 1.50” 1.38” 2.06” 0.06” 0.20
S0902-0104-B 2" 2.00” 1.88” 3.25” 0.25” 0.40

NOTE:
Used as an insert between two lengths of tubes to connect and
strengthen the joint. Applications include long runs of handrail
used with Part# S0902-0305 or S0902-0401. Requires rail adhesive
(supplied with complete systems) to bond with tubing.

RAIL CONNECTOR
316 STAINLESS STEEL

RAIL ADJUSTABLE JOINT - STR ITEM SIZE A B WT
(lb)

POLISHED
S0950-1020 2" 2.00” 1.88” 2.24
BRUSHED
S0950-1020-B 2" 2.00” 1.88” 2.24

NOTE:
Patented joint is used for stairs or other elevation changes, either up
or down to 45 degrees. Set includes pre-assembled male & female sides
and the patented dovetail with a connecting bolt.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

RAIL ADJUSTABLE JOINT - LH ITEM SIZE A B WT
(lb)

POLISHED
S0950-1021 2" 2.00” 1.88” 2.22
BRUSHED
S0950-1021-B 2" 2.00” 1.88” 2.22

NOTE:
Using one LH and one RH joint for elevation changes, they are capable
of abutting as close as 90 degrees and as wide as 135 degrees on
the same post. Set includes pre-assembled male & female sides and
the patented dovetail with a connecting bolt.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL

RAIL ADJUSTABLE JOINT - RH ITEM SIZE A B WT
(lb)

POLISHED
S0950-1022 2" 2.00” 1.88” 2.22
BRUSHED
S0950-1022-B 2" 2.00” 1.88” 2.22

NOTE:
Using one LH and one RH joint for elevation changes, they are capable
of abutting as close as 90 degrees and as wide as 135 degrees on
the same post. Set includes pre-assembled male & female sides and
the patented dovetail with a connecting bolt.

The tube is placed over the end for a seamless fit. Requires rail
adhesive (supplied with complete systems) to bond with tubing.

316 STAINLESS STEEL
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